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3rd Floor
Tower

EXP.

Floor box with power and data.

Coordinate with electrical and

exact location with tenant.

Floor box with power and data.

Coordinate with electrical and

exact location with tenant.

Power and data for systems

furniture.  Coordinate with

electrical and exact location with tenant

Verify wall or floor location.

Four sided video monitors

hanging above reception desk.

Existing light monitor area

with clerestory windows

along perimeter.
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Window pocket recess

at lower LAT ceiling.  Typical

where LAT is installed at exterior

wall with windows.
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EXP.

11'-0"

Window pocket recess

at lower LAT ceiling.  Typical

where LAT is installed at exterior

wall with windows.

Recess at exterior wall where lower

LAT celing meets windows.  Typical

where LAT is installed at exterior

wall with windows.

Recess at exterior wall where lower

LAT celing meets windows.  Typical

where LAT is installed at exterior

wall with windows.

9'-0"

EXP.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Leve ceiling cap in
Cloud ceiling, in

current scope

Unistrut system suspended

from structure above

(in current scope)

SIM.

2

A-142

RCP Legend
Key Description

Painted Gypsum Board

2'x2' ceiling grid and ceiling tile

Round Downlight

Square Downlight

Pendant Light Fixture

Fluorescent Light Fixture

Wall-Mounted Light Fixture

HVAC Return Air

HVAC Supply Air

Symbol for exposed ceiling

Symbol for ceiling height

Wall to deck

10'-6" High wall with top cap

Exposed existing ceiling with

exposed beams and structure

Sheet Notes

1. General Contractor to coordinate the layout for all supply grill locations

with mechanical drawings.

2. General Contractor to coordinate all light locations mechanical

ductwork, and sprinkler piping locations prior to installation per the

plans.

3. General Contractor to verify all ceiling heights prior to installation.

4. General Contractor is responsible for final cleaning of all light fixtures.

5.     Refer to Electrical drawings.  RCP reflects fixture layout only.

Unistrut

1 12" Hat channel

5
8" GWB

ACT; see RCP for heights

1 1/2" = 1'-0"

Ceiling Detail
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